
Het Dexwet luchtþlter bestaat uit de volgende delen:
Å Behuizing met þlterinzet en raamwerk
Å 2 paar klittebandstroken voor de bevestiging
Å 2 afstandhouders
Å ă Dexwet Checkerò Alarmsoftware voor de bewaking 
Å handschoen en plasticzak voor de verwerking van het vervuilde þlter

EERSTE MONTAGE
Controleren waar zich op het apparaat de opening van de afvoerlucht 
bevindt. U kunt dit controleren door een aantal afdrukken te maken en na te 
gaan, waar de warme lucht het apparaat verlaat. Op deze plek dient u het 

Dexwet ÿiter te monteren. Het te beplakken oppervlak dient droog, schoon 
en vetvrij te zijn. De kamertemperatuur mag tijdens de montage niet minder 
dan 17Á C bedragen. 

Beschermfolie van de klittebandstrook verwijderen. Let u svp erop dat 
kleefoppervalk en þlterstaafjes niet vuil worden. Filter door middel van 
krachtig aandrukken op de luchtafvoer van printer, copier of fax plakken. 

Filter door middel van krachtig aandrukken op de luchtafvoer van printer, 
copier of fax plakken.

Na 24 uur is de verlijming uitgehard. Door het klitteband laat het þlter zich 
(bijvoorbeeld op het apparaat schoon te maken) moeiteloos verwijderen.

MONTAGE MET AFSTANDHOUDERS.

Beschermfolie van de afstandhouders verwijderen en deze links en rechts 
op het þlter aanbrengen. Dan de klittebandstroken aan de afstandhouders 
hechten.

Beschermfolie van de klittebandstroken verwijderen en het þlter d.m.v. 
krachtig aandrukken op de luchtafvoer van printer, fax of copier plakken.

LET OP WAARSCHUWING !

FILTER niet in het apparaat plaatsen. Filterstaafjes niet uitzuigen, in de 
mond nemen, niet afslikken. Filter mag niet boven de 180Á C verhit worden.

INTRODUCTIONS FOR USE

The DEXWET air þlter box consists of the 
following parts:
Å Housing with þlter insert and protective grille
Å 2 pairs of Velcro strips for mounting
Å 2 distance holder
Å  ăDexwet -Checkerò-Software CD for maintenance
Å Glove and plastic bag 

INSTALLATION
Check the location of the exhaust air outlet on your ofþce machine. 
To do so, make a few prints or copies and check the warm air blast. 
This is where the DEXWET þlter has to be þtted.

The mounting surface must be dry, clean and non-greasy. 
For installation room temperature should not be 
below 17ÁC.

Remove the protective þlm from the adhesive strips. Make sure that the 
adhesive surfaces and the þlter rods remain clean.

Stick the þlter þrmly on to the exhaust air fan of the printer (copier, fax).

The adhesive has set after 24 hours. Thanks to the Velcro strips, the þlter 
is easily removed for cleaning the machine or for replacement.

INSTALLATION WITH DISTANCE HOLDER

Remove the protective foil from the distance holders and attached these 
on the right and left side at the þlter. Then staple the adhesive tapes to 
the distance holder.

Remove the protective þlm from the adhesive strips and stick the þlter 
þrmly on to the exhaust air fan of the printer (copier, fax).

ATTENTION!

Do not install þlter inside machine. Do not exhaust þlter rods, put them 
into the mouth or swallow. Do not heat þlter above 180Á C.
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